
Cost-effective UV disinfection  
for residential applications, indoors  
or outdoors.

UV Guard’s SLT-Series features high performance, 
low-cost residential UV water disinfection solutions. 

With 7 models and options to suit a range of indoor 
and weatherproof installations, the SLT-Series is 
ideal for under sink, whole of house, swimming pool 
and pond clarification applications.

Applications

Drinking 
Water

Rainwater
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Features
•    Australian WaterMark-certified to provide safe, fit-for-

purpose performance
•    Robust and durable 316L grade stainless steel UV reactors 
•    Easy-to-install and maintain with BSP inlet/outlet 

connections in U configuration
•    Safe drinking water – models correctly sized to provide 

recommended UV dose rates
•    Wide choice of controllers for indoor or outdoor/

weatherproof applications.

316 grade stainless 
steel UV reactor Simple clip-on 

mounting brackets

BSP inlet and 
outlet connections 
in U configuration

Multiple controller 
types available, 

indoor and outdoor

Model Usage Flow Rate @ 
30mJ/cm2

Flow Rate @ 
40mJ/cm2 Inlet/Outlet

SLT12 Under Sink 11 lpm 8 lpm 1/4" Tube  
Push Fit

SLT30 Whole House  
Small 22 lpm 17 lpm 3/4" BSPT

SLT40 Whole House  
Medium 36 lpm 27 lpm 1" BSPT

SLT75 Whole House  
Large 80 lpm 60 lpm 1" BSPT

SLT80
Homestead, 
 Swimming 

Pool
115 lpm 86 lpm 2" BSPT

SLT125
Homestead,  
Swimming 

Pool
182 lpm 137 lpm 2" BSPT

SLT172
Homestead,  
Swimming 

Pool
247 lpm 185 lpm 2" BSPT

Models & Specifications
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